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Report No. 559/13

EXECUTIVE SUMMARY

oject wildl invol ve an extension by Metrom
the Teralba Quarry by extending the two existing approved extraction areas within the existing
quarry. It is proposed that current production levels would continue for the additional life of the
quarry, i.e. for a period of up to approximately 30 years.

An assessment of the traffic impacts relating to the project has been made in line with the

Director-G e

neral 6s Requirements and requirements

and the RTA. The key points of the assessment are that:-

Halcrow Pacific

Thetrafficge ner at ed by the extension of the

estimated;

Extensive traffic counts have been undertaken at intersections and along road
links at key points around the surrounding road network;

Traffic modelling has shown that the intersections on the surrounding road
network will continue to operate satisfactorily with the quarry traffic in current
conditions and in 2022 (10 years after the receipt of project approval, should it be
granted);

In order to ensure that the roads managed by Lake Macquarie City Council
continue to operate at adequate levels in terms of structural integrity etc.,
Metromix has agreed to pay a contribution to Council based upon the tonnage
leaving the quarry, however, the quantum of the contribution will need to be
discussed in detail with Council;

A code of conduct for drivers travelling to and from the quarry will be put in place
to ensure that unacceptable driver behaviour is minimised; and

No quarry trucks have been involved in the crashes identified on the surrounding
road network and as the quarry will not be increasing production at the quarry
over existing levels, there is no reason to believe that this will result in adverse
safety conditions.

nomi

gua
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1. INTRODUCTION

This report has been prepared for R.W. Corkery & Co on behalf of Metromix Pty Ltd
(Metromi x) to address the traffic and transport
the Department of Planning for the proposed extensions at Teralba Quarry.

The Director-Gener al 6s Requi r e me ff'tNevember £01@ for the proppsade 2 9
project and the requirements provided by the Roads and Traffic Authority and Lake Macquarie

City Council required a number of traffic and transport issues to be addressed in the traffic and
transport assessment.

This report therefore provides detailed information on the trip generation and distribution
characteristics including the routes used by heavy vehicles to access the quarry, which have
been used to predict the future impacts of the extended quarry operations on the surrounding
road network.

The project will involve an extension to the operational life of the Teralba Quarry by extending
the two existing approved extraction areas within the existing quarry. It is proposed that
current production levels would continue for the additional life of the quarry, i.e. for a period of
up to approximately 30 years.

The Director-Gener al 6s Requirements and the issues r ai
and Lake Macquarie City Council, have been addressed in the sections of the report as listed
in Table 1.1.

The remainder of the report is set out as follows:

e Chapter 2 discusses the existing traffic conditions on the surrounding road
network;

e Chapter 3 describes the existing Teralba Quarry traffic operations;
e Chapter 4 describes the proposed extensions;

¢ Chapter 5 examines the impacts of the proposed extensions;

¢ Chapter 6 examines the existing road conditions;

e Chapter 7 proposes what road improvements will be made / how impacts will be
minimised; and

e Chapter 8 presents the conclusions of the investigation.

Halcrow Pacific 1-7
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Table 1.1
Coverage of Government Agency Requirements relating to Traffic & Transport

Key Issues Addressed
In

NSW Department of Planning

Accurate predictions of the projectds r

assessment of the potential impacts of project-related traffic on the safety and Secglgns&z
efficiency of road network. :
A detailed description of the measures that would be implemented to upgrade and/or .
o X : Section 7.1
maintain these networks over the life of the project.
Roads and Traffic Authority
Assessment of all relevant vehicular traffic routes and intersections for access to/from .
. . : . Section 5.5
the subject area during the construction and operational phases.
Current traffic counts for all of the traffic routes and intersections. Section 2.3
The anticipated additional vehicular traffic generated from the proposed development .
X AN . . Section 5.4
and associated trip distribution on the road network during both the construction and &5.6

operational phases.

Consideration of the traffic impacts on existing and proposed intersections and the
capacity of the local and classified road network to safely and efficiently cater for the Section 5.2
additional vehicular traffic generated by the proposed development. This shall include &5.7

the cumulative traffic impact of any other proposed developments in the area.

Identify any necessary road network infrastructure upgrades that are required to
maintain existing levels of service on both the local and classified road network. In
this regard, concept drawings shall be submitted with the EA for any identified road Section 7.1
infrastructure upgrades. However, it should be noted that any identified road
infrastructure upgrades will need to be to the satisfaction of Council/RTA.

Intersection analysis (such as SIDRA) shall be submitted to determine the need for
intersection and road capacity upgrades. The intersection analysis shall include (but
not be limited to) the following:

- Current traffic counts and 10 year traffic growth projections Section 5.5
- With and without development scenarios & .

. Appendix B
- 95th percentile back of queue lengths
- Delays and level of service on all legs for the relevant intersections
- Electronic SIDRA files for RTA review.
Consideration of the impact of construction traffic on the road network in the vicinity .

S : e Section 5.6

of the development and measures to minimise any identified impacts.
Lake Macquarie City Council
Traffic impacts and transportation management should be addressed, including
impact on local roads and infrastructure and methods of mitigating such impacts Section 7.1
including monetary contributions, levies or like works to be undertaken by the & 7.2

developer.

1-8 Halcrow Pacific
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2.

2.1

The locality plan of the Project Site is shown in Figure 1.

SITE LOCATION

EXISTING CONDITIONS

METROMIX PTY LTD
Teralba Quarry Extensions
Report No. 559/13

It shows the existing approved

extraction areas and the proposed extensions, referred to throughout this document as the

fisout hern

extensi

ono

and

finorthern

extensiono.
TN
 — " 4
.),\9”;1/ y \ :
eatment:
Plapt——
e e
SRS
] L Cotiory arsa—rss
U / (Some %%'!naoﬁe,dr‘ QG
; uPropoé \’
Southern |
. /Extension
Lo PN T i
h e NS €% |
REFERENCE §
Property Boundary !
Project Site Boundary
SCALE o
1 0 1 2 3km Flgure 1
— ) : ) _ PROJECT SITE LOCATION
Base Map Source: Newcastle(1981) & Lake Macquarie(1977) 1:100 000 Top phic Maps
2.2 ROAD NETWORK
Direct access to the Teralba Quarry is via Rhondda Road from either Wakefield Road in the
west or Railway Street, Teralba in the east. A total of seven routes were identified for trucks
travelling to and from the Teralba Quarry. All routes commence either at the entrance to the
guarry from Rhondda Road (the Atop gateodo) or
the eastern boundary of the Project Site (the

Routes 1 to 7 relate to trips away from the quarry. The corresponding routes to the quarry
have been labelled as Routes 11 to 17. Each of these routes is displayed on Figure 2.
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It is noted that loaded trucks exiting the quarry and heading in an easterly direction toward
Teralba do not use Rhondda Road. Instead, they use an internal road and a section of road,
leased from Teralba Engineering and enter the public road network at the intersection of
Railway Street and Rhondda Road.

The transport routes used by heavy vehicles transporting materials to and from Teralba Quarry
can be broken down into four major route corridors as detailed below.

Northeastern Corridor

The northeastern corridor commences at the bottom gate and runs through Teralba then
northwards via Main Road 217 (Five Islands Road). The following specific routes lie within this
route corridor.

e Routes 4/14 to and from Glendale via Five Islands Road/Lake Road.

e Routes 7/17  to and from Speers Point via The Esplanade.

Southeastern Corridor

The southeastern corridor commences at the bottom gate and runs through Teralba then
southwards via Main Road 217 (Toronto Road). The following specific routes lie within this
route corridor.

¢ Routes 3/13 to and from Teralba via York Street

e Routes5/15 to and from Fennel Bay via Toronto Road

Northwestern Corridor

The northwestern corridor commences at the top gate and runs westwards along Rhondda
Road to Wakefield Road then northwards through Barnsley. The following specific routes lie
within this route corridor.

e Routes 1/11  to and from West Wallsend via George Booth Drive

e Routes 2/12  to and from Edgeworth via George Booth Drive

Southwestern Corridor

The southwestern corridor commences at the top gate and runs westwards along Rhondda
Road to Wakefield Road then southwards via Wakefield Road to Palmers Road. The following
specific route lies within this route corridor.

e Route 6/16 to and from the F3 Freeway via Wakefield Road
In addition to the above corridors, a private route which runs southwards from near Teralba
Quarry along the existing private coal haul road to the Eraring Power Station was also

considered in detail by Metromix. However, due to access issues, land ownership and security
constraints, it is not considered a feasible option.

Halcrow Pacific 1-11
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2.3 EXISTING TRAFFIC FLOWS
2.3.1 Auto matic Traffic Count Surveys

In order to assess the impact of the existing heavy vehicle traffic travelling to and from Teralba
Quarry along these route corridors, a total of 14 traffic counting locations were identified to
record the traffic levels on the existing road network.
These counting locations are listed in below and are also displayed on Figure 3:
1. William Street, north of Short Street;
York Street, south of Short Street;
Railway Street, north of Railway Overbridge;
Toronto Road, south of Lake Crescent;
Wakefield Road, south of Rhondda Road;
Wakefield Road, north of Rhondda Road;
Rhondda Road, west of Metromix Access;

Rhondda Road, east of Metromix Access;

© ©® N o o bk~ DN

Railway Street, north of Rhondda Road;
MR217 (Five Islands Road), north of Anzac Parade;
MR217 (Five Islands Road/Lake Road), Waratah Golf Course (Cockle Creek);

I
N oBO

Northville Road, east of Carinda Ave (Northville);

MR217 (Toronto Road), North of Enterprise Way (Woodrising); and

=
w

14. The Esplanade, Speers Point Park (Speers Point).

These traffic counting locations were chosen to provide traffic flows on representative sections
of each of the seven existing transport routes.

Automatic vehicle counts were carried out by NTPE (Northern Transport Planning and
Engineering Pty Limited) at each of these locations throughout June and July 2008. Data
collected from these locations provided details of all heavy vehicle flows and vehicle
classifications on these roads including trucks associated with Teralba Quarry.

During the same period as the automatic traffic count surveys, detailed records were compiled
of each of the trucks travelling to and from Teralba Quarry. These records are discussed in
detail in Section 3.

The results of average weekday daily traffic flows by direction for the selected automatic traffic
count sites are shown in Table 2.1.

A detailed automatic traffic count survey data is included in Appendix A.

1-12 Halcrow Pacific
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Figure 3

AUTOMATIC COUNT SURVEY LOCATIONS
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Table 2.1
Average Weekday Daily Traffic Flows

Northbound/Eastbound Southbound/Westbound

Cars | Trucks | Total Cars | Trucks | Total
William St, north of Short St 1,471 161 1,632 1,601 141 1,742
York St, south of Short St 1,854 265 2,119 2,200 278 2,477
Railway St, north Railway Overbridge 661 36 697 658 37 695
Toronto Rd, south of Lake Crescent 1,480 303 1,784 1,323 301 1,624
Wakefield Rd, south of Rhondda Rd 1,385 145 1,530 1,352 126 1,479
Wakefield Rd, north of Rhondda Rd 1,132 136 1,268 1,188 162 1,349
Rhondda Rd, west of Metromix Access 501 102 604 473 99 572
Rhondda Rd, east of Metromix Access 490 59 549 508 98 606
Railway St, north of Rhondda Rd 668 122 790 649 120 769
Five Islands Rd, north of Anzac Pde 16,752 734 | 17,486 | 16,445 939 | 17,384
Lake Rd, Waratah Golf Course 12,348 696 | 13,044 | 12,652 680 | 13,332
Northville Rd, east of Carinda Ave 3,943 231 4,175 3,889 230 4,119
Toronto Rd, north of Enterprise Way 12,821 619 | 13,440 | 13,148 839 | 13,987
The Esplanade, Speers Point Park 10,348 580 | 10,927 | 10,344 460 | 10,804

2.3.2 Intersection Count Surveys

Peak hour intersection turning movement flow surveys were conducted by NTPE at 11 key
intersections within the surrounding road network. Most of the surveys were conducted on the
24™ November 2010. York Street intersections with Anzac Parade and Pitt Street were
surveyed on the 16™ February 2011.
The surveyed intersections are listed below:
1. George Booth Drive - Northville Drive;
Wakefield Road - Northville Drive;
Wakefield Road - Rhondda Road;
Rhondda Road - Metromix Access;
Railway Street - Rhondda Road;
Railway Street - Railway Overbridge;
William Street - Short Street;
York Street - Short Street;

© ©® N o 0 B~ w N

York Street - Anzac Parade;

=
o

York Street - Pitt Street; and

11. Toronto Road - Five Islands Road.

Each of these intersections is identified on Figure 4.
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Figure 4
INTERSECTION COUNT SURVEY LOCATIONS
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The surveys were conducted during a Wednesday between 7:00-11:00am and 2:30-6:30pm.
The survey results indicated that the road network peak hours were generally 8:00-9:00am and
3:30-4:30pm.

The mid block two-way peak hour flows are summarised in Table 2.2 and intersection turning
movement flows are presented in Figure 5 and 6 for morning and afternoon peak hours,
respectively.

Table 2.2

2010/2011* Existing Two-way Peak Hour Flows
Locations AM Peak Hour PM Peak Hour
George Booth Dr, west of Northville Dr 1,390 1,425
Main Road, east of Northville Dr 1,844 1,973
Northville Dr, south of George Booth Dr 800 932
Northville Dr, east of Wakefield Rd 488 567
Appletree Road, north of Northville Dr 336 384
Wakefield Rd, south of Northville Dr 412 513
Wakefield Rd, north of Rhondda Rd 290 311
Wakefield Rd, south of Rhondda Rd 329 342
Rhondda Rd, east of Wakefield Rd 141 145
Rhondda Rd, east of Railway St 136 152
Railway St, south of Rhondda Rd 31 43
Railway St, north of Rhondda Rd 159 155
Railway St, south of William St 195 207
Railway St, north of Railway Overbridge 134 142
Railway Overbridge, east of Railway St 319 331
William St, south of Short St 121 124
Short St, east of William St 245 230
York St, north of Short St 274 351
York St, north of Anzac Pde 472 490
York St, south of Anzac Pde 235 265
Anzac Pde, east of York St 351 439
Anzac Pde, west of York St 82 92
York St, west of Pitt St 315 304
Pitt St, south of York St 85 75
Toronto Rd, west of Five Islands Rd 332 391
First St, east of Five Islands Rd 624 601
Toronto Rd, south of First St 2,509 2,583
Five Islands Rd, north of First St 2,903 2,847
NOTE: * - All of the surveys were conducted on the 24th November 2010, except for York Street intersections with
Anzac Parade and Pitt Street, which were surveyed on the 16th February 2011.
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Figure 5

Existing Morning Peak Hour Intersection Flows Including All

Light and Heavy Vehicles

(Data collected by Northern Transport Planning and Engineering)
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Figure 6

Existing Afternoon Peak Hour Intersection Flows Including All

Light and Heavy Vehicles

(Data collected by Northern Transport Planning and Engineering)
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2.4 EXISTING INTERSECTION OPERATION

Using the intersection turning flows shown in Figure 5 and 6, the existing operations of the
surveyed intersections were analysed using the SIDRA intersection analysis programme.

SIDRA determines the average delay that vehicles encounter, the degree of saturation of the
intersection, and the level of service. For roundabouts and sign-posted intersections, the
intersection delay is the delay for the worst movement at the intersection.

SIDRA provides analysis of the operating conditions which can be compared to the
performance criteria set out in Table 2.3.

Table 2.3
Level of Service Criteria
Level of | Average Delay per Signals & Roundabouts Give Way & Stop Signs
Service |Vehicle (secs/veh)
A less than 14 Good operation Good operation
B 15to0 28 Good with acceptable delays & |Acceptable delays & Spare
spare capacity capacity
C 29t0 42 Satisfactory Satisfactory, but accident
study required
D 43 to 56 Operating near capacity Near capacity & accident study
required
E 57to 70 At capacity; at signals, At capacity, requires other
incidents will cause excessive |control mode
delays

Roundabouts require other
control mode

F >70 Extra capacity required Extreme delay, traffic signals
or other major treatment
required

Adapted from RTA Guide to Traffic Generating Developments, 2002.

The results of the existing intersection performances are presented in Table 2.4.

The results shown in Table 2.4 indicate that all of the existing intersections along the four
transport corridors currently operate at a good Level of Service (LoS) B, or better during both
the morning and afternoon peak periods with acceptable delays.

A detailed SIDRA results are included in Appendix B.
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Table 2.4
Existing (2010/2011) Intersection Operating Conditions
Intersections Control AM Peak Hour PM Peak Hour
Type LoS* | Ave Delay | LoS* | Ave Delay
(sec) (sec)

George Booth Dr-Northville Dr | Roundabout A 14 A 14
Wakefield Rd-Northville Dr Roundabout A 14 A 14
Wakefield Rd-Rhondda Rd Giveway A 13 A 11
Rhondda Rd-Metromix Access | Giveway B 15 A 14
Railway St-Rhondda Rd Giveway A 9 A 9
Railway St-Railway Overbridge | Giveway A 9 A 8
William St-Short St Giveway A 7 A 7
York St-Short St Giveway A 9 A 9
York St-Anzac Pde Stop B 16 A 13
York St-Pitt St Giveway A 9 A 8
Toronto Rd-Five Islands Rd Roundabout B 20 B 16
NOTE: * - Level of Service
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3. EXISTING TERALBA QUA RRY TRAFFIC
OPERATION
3.1 HEAVY VEHICLE ROUTES

During the same period as the automatic traffic count surveys, detailed records were compiled
by staff at Teralba Quarry to document the routes taken by each of the trucks travelling to and
from the quarry over an 8 week period. Wet weather during the first 4 weeks of this survey
period resulted in lower production rates. Accordingly, data collected during the second half of
this survey period has been used to establish the proportion of Teralba Quarry trucks,
(hereafter referred to as Metromix trucks/traffic) travelling to and from the quarry on each of the
transport routes.

The surrounding representative road sections traversed by vehicles travelling to and from
Teralba Quarry along the seven identified routes are shown in Figure 2. The ultimate
destination / origin for trucks using these routes are detailed in Table 3.1.

Table 3.1
Routes Destination / Origin
Route Destination / Origin
1/11 George Booth Drive West Newcastle
2/12 George Booth Drive East of Edgeworth
3/13 Teralba Off York Street
4/14 Five Islands Road/Lake Road North of Boolaroo
5/15 Toronto Road South of Booragul
6/16 Wakefield Road South beyond Wakefield
7117 The Esplanade East beyond Speers Point
3.2 HEAVY VEHICLE MOVEMENTS

During the period from 2008 to 2011, the product sales varied between 700 000 tpa to
approximately 1 million tpa. This sub-section reviews the heavy vehicle movements for both
operational levels of 700 000 tpa and 1 million tpa. It is noted that throughout each year, there
have been some months when sales approached and occasionally exceed 83 000 tonnes
which is equivalent to the annualised sales of 1 million tpa.

3.2.1 Equivalent Annual Sales i 700 000tpa

Detailed records were collected of loaded product truck movements from the Teralba Quarry
from the 2" June 2008 to 27™ July 2008. All truck movements relating to the supply and
delivery of products produced at Teralba Quarry were recorded according to the class of
vehicle, time of day and the route used travel to the customer/consumer.
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Sales during the last four weeks of this period ranged from 11 300 tonnes to 15 300 tonnes per
week. These sales levels relate to annual sales of between 542 400 tonnes and 734 400
tonnes based on 48 weeks of product despatch per year. It is therefore considered that the
heavy vehicle movements recorded during the surveyed period are representative when sales
for the quarry are in the order of 700 000 tonnes per annum (tpa).

The comprehensive record of truck movements, gathered by Metromix, along the routes
displayed on Figure 2, has enabled the compilation of detailed Trip Distribution Characteristics
for the Teralba Quarry when operating at an annualised rate of 700 000 tpa as shown in
Table 3.2.

Table 3.2
Metromix Heavy Vehicle Movements i 700 000 tpa

Eastwards* Westwards Total
Average Daily Movements 81 107 188
85" Percentile Daily Movements 127 156 283
Average Peak Hour Movements 10 13 23
85" Percentile Peak Hour Movements 15 17 32
NOTE: * Heavy Vehicle Movements through Teralba

The trip distribution percentages of truck movements on the surrounding road network are
displayed graphically on Figure 7.

Using the 85™ percentile daily and peak hour traffic generation indicated in Table 3.2, the site
generated trips have been distributed on the road network using the percentages as shown in
Figure 7.

The 85™ percentile daily and peak hour trips for 700 000 tpa production are shown in
Figures 8 and 9, respectively.

The distribution of heavy vehicle movements displayed on Figure 8 shows that on an 85"
percentile day during the survey period, approximately 127 heavy vehicles movements
generated by Teralba Quarry travelled through the suburb of Teralba. This represents 45% of
the heavy vehicle movements generated by Teralba Quarry. The remaining 55% of heavy
vehicle movements travel to and from the west via Rhondda Road to Wakefield Road.

It is noted that loaded trucks exiting the quarry and heading in an easterly direction toward
Teralba do not use Rhondda Road but use a private road which enters the public road network
at the intersection of Railway Street and Rhondda Road.

The heavy vehicle movements listed in Table 3.2 as travelling through Teralba do not include
the heavy vehicle movements generated by the Civilake Pugmill operated by Lake Macquarie
City Council and other local industrial facilities such as Downer EDI and Teralba Engineering.

Additional diagrams showing the percentage of Metromix trucks compared to all heavy
vehicles using the surrounding road network are also shown in Appendix C.
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Trip Distribution Percentage for 700 000 tpa Sales
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Figure 8

Percentile Daily Trip Distribution of Metromix Trucks for 700 000 tpa Sales
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Figure 9

Percentile Peak Hour Trip Distribution of Metromix Trucks for 700 000 tpa
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3.2.2 Equivalent Annual Sales 1 1 million tpa

The traffic flows recorded in June/July 2008 for equivalent annual production level of 700 000
tonnes have been extrapolated to derive the traffic flows for annualised sales of
1 million tonnes.

However, it is recognised that Metromix places a limit of the number of truck movements
travelling to and from Teralba Quarry through the suburb of Teralba. This limit has been set
with reference to the number of trucks generated by the 700 000 tpa operation described
above. As described above, the number of trucks generated by the 85" percentile operation is
127 trucks.

The small number of very busy days (compared with the 85th%ile day) of the 700 000 tpa
operation generated around 170 truck movements per day. Hence, Metromix has chosen this
as the benchmark traffic level through Teralba 1 that is, the company would ensure that no
more than 170 truck movements would pass through Teralba per day, even when the annual
production approaches 1 million tpa. The additional truck movements when operating of that
level would be directed westwards along Rhondda Road towards Wakefield Road.

Table3.3 1 i st's t he estimated di stribution of
despatching products at an annual production rate of 1 million tpa.

Table 3.3
Metromix Heavy Vehicle Movements i 1 million tpa

Eastwards* Westwards Total
Average Daily Movements 81 222 303
85" Percentile Daily Movements 127 325 452
Average Peak Hour Movements 10 26 37
85" Percentile Peak Hour Movements 15 35 50
NOTE: * Heavy Vehicle Movements through Teralba

Using the 85™ percentile daily and peak hour traffic generation indicated in Table 3.3, the site
generated trips have been distributed on the road network using the percentages as shown in
Figure 10.

Figures 11 and 12 similarly displays the trip distribution of these truck movements on the
surrounding road network for the 85" percentile daily and peak hour, respectively.
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Figure 10

Trip Distribution Percentage for 1 million tpa Sales
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Figure 11

Percentile Daily Trip Distribution of Metromix Trucks for 1 million tpa Sales
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Figure 12

Percentile Peak Hour Trip Distribution of Metromix Trucks for 1 million tpa
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4, OVERVIEW OF THE PROPOSED EXTENSIONS

Metromix proposes to extend the operational life of the Teralba Quarry by extending the two
existing approved extraction areas within the existing quarry. It is proposed that current
production levels would continue for the additional life of the quarry, i.e. for a period of
approximately 30 years.

As shown in Section 2.1, Figure 1 displays the existing approved extraction areas and the

proposed fisouthernd and fAnorthernd extensions.

Annual production rates from the existing approved extraction areas currently equate to 1
million tonnes.

During June/July 2008 period, when the traffic surveys were carried out, the production rate
was equivalent to an annual production rate of approximately 700 000 tonnes. Heavy vehicle
movements generated to and from Teralba Quarry during that period therefore represented
approximately 70% of the peak production rate.

Apart from the proposed extensions to the existing approved extraction areas, the Project
would involve:

¢ some modifications to the processing operations;

o further importation of Virgin Excavated Natural Material and Excavated Natural
Material, largely as backloads in Metromix trucks;

¢ the installation of a conveyor to transport primary-crushed rock from north of
Rhondda Road to south of Rhondda Road (when the northern extension is
operational);

e ongoing distribution of quarry products; and

e progressive rehabilitation of disturbed areas once activities cease in those areas.

Metromix proposes to maintain the current levels of heavy vehicle movements to and from the
Teralba Quarry. Emphasis would be placed upon limiting heavy vehicle traffic levels though
the suburb of Teralba at the level equivalent to a maximum of 170 truck movements per day.

This limit to heavy vehicle movements through Teralba will be carefully monitored by Metromix
staff. Any additional heavy vehicle movements generated by the Teralba Quarry for production
levels up to 1 million tpa will be directed towards the west via Rhondda Road and Wakefield
Road (north or south). This will require ongoing strict monitoring of the truck movements from
the Despatch Office to ensure that truck drivers are instructed to travel to or from the west via
Rhondda Road when these maximum flow levels through Teralba are approached.

Metromix proposes to continue to retain its operation to despatch its products 24 hours per
day, 4am Monday to 8pm Saturday. Metromix anticipates the night-time traffic levels would
focus on deliveries to the Sydney metropolitan area (to avoid peak periods) and to specific
infrastructure projects (requiring night-time deliveries). Table 4.1 shows the truck movements
over a typical 24 hour period, which have been provided by Metromix. It is noted that product
truck movements through Teralba are confined to the period 6:00am to 6:00pm, Monday to
Saturday.
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Table 4.1

Proposed Truck Movements over a Typical 24 Hour Period

Proposed Traffic Movements

Daily Routine

Truck Loads

4:00am 1 6:00am

Up to 12 pre-loaded trucks leave site * 2

6:00am i 7:00am

Up to 28 trucks loaded and despatched (56 truck movements)

7:00am 1 6:00pm

Up to 20 trucks loaded and despatched per hour (40 truck movements)

6:00pm 7 10:00pm

Up to 6 trucks loaded per hour * 2 (12 truck movements)

10:00pm i midnight

Trucks returning and loading of empty trucks

Midnight i 4:00am

Occasional trucks (gates may be closed) and loading of empty trucks *

*1 1 Only Metromix owned trucks

*2 1 Not through Teralba
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S. IMPACTS OF THE PROPOSED EXTENSIONS

51 BACKGROUND TRAFFIC G ROWTH

Whilst traffic growth in recent years has been relatively high, the Roads and Traffic Authority
(RTA) has confirmed its views about general traffic growth in the area in two studies recently
undertaken by Halcrow / MWT.

In the MR217 (Toronto Road) Fennell Bay to Booragul Duplication and the Hunter Regional
Road Safety and Traffic Management (RSTM) projects, RTA confirmed that traffic growth
between 2008 and 2032 was anticipated to be around 1.5 % compound per annum. The traffic
growth rate was derived from a combination of the forecast growth rates from the RTA Lower
Hunter model and historical growth rates in the study area.

Hence, the traffic growth rate of 1.5% (compound) per annum has been adopted for the
purpose of this assessment.

The anticipated opening year of the extended quarry is 2012. As requested by the RTA, the
future year 2022, i.e.10 years after the opening year would be assessed. Using the compound
rate of 1.5% per annum, this is equivalent to the increase factor of about 1.2, which would be
applied to the 2010 surveyed intersection flows.

The peak hour intersection flows for the 2022 future base without the Metromix trucks are
included in Appendix D.

5.2 OTHER COMMITTED DEVELOPMENTS

It is conventional to consider other committed developments but an inspection of current

development applications in Lake Macquarie area revealed that there are none which should

significantly impact the intersections which are being assessed for this project (see Figure 4).

An extract from Council s map of c uFigueerld. ltdsevel opm
noteworthy that such applications also provide an indication of the areas where products from

Teralba Quarry are located given it is the closest source of quarry products to these committed

developments.

5.3 FUTURE HEAVY VEHICLE ROUTES

Metromix does not intend to add to or modify the existing transport routes for the despatch of
products from the Teralba Quarry. Hence, the future heavy vehicle routes would retain the
same as existing as described in Section 3.1 of this report.

5.4 FUTURE TRAFFIC FLOWS

It is proposed that product sales of extended Teralba Quarry would remain similar to the
current production level, between 700 000 tpa and 1 million tpa. It is likely throughout the
ongoing life of the quarry that the average production level will be in the order of 900 000 tpa.
However, as a conservative approach, the production level of 1 million tpa would be adopted
for the purposes of traffic assessment.
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As described earlier, it is proposed that the truck movements generated by the Teralba Quarry
through Teralba would be limited to 170 truck movements per day and trucks generated by
annual sales exceeding 700 000 tpa would be directed to the north western and south western
corridors via Rhondda Road once this limit is reached.

The 85" percentile peak hour traffic generation for Metromix with 1 million tpa sales (as shown
in Figure 12 is superimposed on the 2022 future base traffic flows (as included in

Appendix D).

The mid block two-way peak hour flows for existing and future scenarios are summarised in
Table 5.1.

The peak hour intersection flows for 2022 are presented in Figures 14 and 15 for the morning
and afternoon peak hours, respectively.

5.5 INTERSECTION OPERATION WITHIN THE PROPOSED EXTENSIONS

Using the intersection turning movement flows shown in Figures 14 and 15, the results of the
future intersection performances are presented in Table 5.2.
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Table 5.1
Existing and Future Two-way Peak Hour Flows

Locations Existing Future 2022*

AM PM AM PM
George Booth Dr, west of Northville Dr 1,390 1,425 1,661 1,705
Main Road, east of Northville Dr 1,844 1,973 2,204 2,361
Northville Dr, south of George Booth Dr 800 932 955 1,117
Northville Dr, east of Wakefield Rd 488 567 582 681
Appletree Road, north of Northville Dr 336 384 402 459
Wakefield Rd, south of Northville Dr 412 513 491 616
Wakefield Rd, north of Rhondda Rd 290 311 345 374
Wakefield Rd, south of Rhondda Rd 329 342 397 422
Rhondda Rd, east of Wakefield Rd 141 145 170 189
Rhondda Rd, east of Railway St 136 152 168 179
Railway St, south of Rhondda Rd 31 43 31 44
Railway St, north of Rhondda Rd 159 155 188 181
Railway St, south of William St 195 207 231 243
Railway St, north of Railway Overbridge 134 142 160 170
Railway Overbridge, east of Railway St 319 331 379 391
William St, south of Short St 121 124 145 148
Short St, east of William St 245 230 291 271
York St, north of Short St 274 351 328 420
York St, north of Anzac Pde 472 490 562 582
York St, south of Anzac Pde 235 265 279 320
Anzac Pde, east of York St 351 439 420 518
Anzac Pde, west of York St 82 92 98 110
York St, west of Pitt St 315 304 375 366
Pitt St, south of York St 85 75 102 91
Toronto Rd, west of Five Islands Rd 332 391 394 469
First St, east of Five Islands Rd 624 601 746 719
Toronto Rd, south of First St 2,509 2,583 2,998 3,086
Five Islands Rd, north of First St 2,903 2,847 3,470 3,408
NOTE: # - Future 2022 flows include the 85th percentile peak hour traffic generation for Metromix with 1 million tpa
sales plus 2022 future base traffic flows, which adopted compound growth factor of 1.5% per annum from the 2010
surveyed intersection flows.
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Figure 14

Future (2022) Morning Peak Hour Intersection Flows Including All Light and

Heavy Vehicles with Metromix 1 million tpa Sales
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Figure 15

Future (2022) Afternoon Peak Hour Intersection Flows Including All Light and

Heavy Vehicles with Metromix 1 million tpa Sales
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Table 5.2
Future (2022) Intersection Operating Conditions
AM Peak Hour PM Peak Hour
; Control
Intersections Type LoS | AveDelay | LoS | Ave Delay
(sec) (sec)

George Booth Dr-Northville Dr | Roundabout A 14 B 16
Wakefield Rd-Northville Dr Roundabout A 14 A 14
Wakefield Rd-Rhondda Rd Giveway A 13 A 12
Rhondda Rd-Metromix Access | Giveway B 16 A 15
Railway St-Rhondda Rd Giveway A 9 A 9
Railway St-Railway Overbridge | Giveway A 9 A 8
William St-Short St Giveway A 8 A 7
York St-Short St Giveway A 9 A 9
York St-Anzac Pde Stop B 18 B 15
York St-Pitt St Giveway A 9 A 9
Toronto Rd-Five Islands Rd Roundabout C 35 B 20

Table 5.2 indicates that all intersections analysed would operate satisfactorily with Level of
Service C or better for both the morning and afternoon peak periods.

A detailed SIDRA results are included in Appendix B.

5.6 INTERSECTION OPERATION DURING CONSTRUCTION

The proposed Teralba Quarry extensions would not require construction of any new buildings
or infrastructure works that would add substantial amount of traffic to exiting traffic levels.
Hence, there would be minimal impact on the surrounding road network due to construction
activities.

5.7 ASSESSMENT OF ENVIRONMENTAL CAPACITY

The following roads will therefore continue to be used for transporting material to the wider
road networks.

5.7.1 To the West of Teralba Quarry
¢ Rhondda Road to Wakefield Road;
e Wakefield Road;
¢ Northville Road; and

e George Booth Drive.

Rhondda Road, Wakefield Road and Northville Drive are sub arterial roads, which are funded
by Lake Macquarie City Council. Sub arterial roads have an environmental capacity of around
1,200 vehicles per hour (Ref - RTA Guide to Traffic Generating Developments 2002).
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George Booth Drive is a state road, which is funded by RTA, whose function is to deliver traffic
from sub arterial collector roads to freeways. Such roads are generally not residential roads
and do not have an environmental capacity attributed to them but can generally carry in excess
of 1,500 vehicles of well over 3,000 vehicles per hour.

Table 5.3
Existing and Future Two-way Peak Hour Flows (To West of Site)
Locations Existing Future 2022
AM PM AM PM
George Booth Dr, west of Northville Dr 1,390 1,425 1,661 1,705
Main Road, east of Northville Dr 1,844 1,973 2,204 2,361
Northville Dr, south of George Booth Dr 800 932 955 1,117
Northville Dr, east of Wakefield Rd 488 567 582 681
Wakefield Rd, south of Northville Dr 412 513 491 616
Wakefield Rd, north of Rhondda Rd 290 311 345 374
Wakefield Rd, south of Rhondda Rd 329 342 397 422
Rhondda Rd, east of Wakefield Rd 141 145 170 189

It is clear therefore that all of the above roads will continue to operate below their
environmental capacity.

5.7.2 To the East of Teralba Quarry

¢ Railway Street;

¢ Railway Bridge;

e William Street;

e Short Street;

e York Street; and

e Toronto Road.
The roads between Railway Street and the Toronto Road/Five Islands Road roundabout on
which the quarry trucks travel can generally be classified as collector or local roads, which

have an Environmental Capacity of around 500 vehicles during the peak hour. These roads
are funded by Lake Macquarie City Council.

It is clear therefore that all of the above roads, except for York Street, north of Anzac Parade,
will continue to operate below their environmental capacity. York Street, north of Anzac
Parade currently accommodates flows of around 490 vehicles per hour in the afternoon.
Allowing for 1.5% compound growth over the period to 2022, this section of York Street can
expect flows of above 500 vehicles per hour. The fact that the flow will in the future grow to
levels of above 500 vehicles per hour is due to general traffic growth and not Teralba Quarry.
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Existing and Future Two-way Peak Hour Flows (To East of Site)

Locations Existing Future 2022
AM PM AM PM
Railway St, south of Rhondda Rd 31 43 31 44
Railway St, north of Rhondda Rd 159 155 188 181
Railway St, south of William St 195 207 231 243
Railway St, north of William St 134 142 160 170
Railway Bridge, east of Railway St 319 331 379 391
William St, south of Short St 121 124 145 148
Short St, east of William St 245 230 291 271
York St, north of Short St 274 351 328 420
York St, north of Anzac Pde 472 490 562 582
York St, south of Anzac Pde 235 265 279 320
York St, west of Pitt St 315 304 375 366
Toronto Rd, west of Five Islands Rd 332 391 394 469
1-39
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6. ASSESSMENT OF EXISTING ROAD
CONDITIONS

6.1 INTRODUCTION

The existing road network has been reviewed in a number of ways:

e A review of crash data up until the end of 2009 has been undertaken to establish
whether there are any existing crash trends; and

e A general review of the condition of the roads that Metromix trucks will continue
to use has been undertaken.

6.2 CRASH HISTORY

A study of crashes between January 2005 and December 2009 was undertaken. Crash data
from 2010/ 2011 data was not available at the time of the analysis.

There is no obvious indication that the crashes were attributable to any specific deficiencies
but improvements to road markings and sighage would be beneficial.

Metromix understands that none of the crashes involving heavy vehicles during the 5 year
period involved trucks travelling to or from Teralba Quarry.

6.3 EXAMINATION OF CRASH HISTORY

Prior to this assessment, it should be noted that:

¢ Metromix does not intend to add to or modify the existing transport routes for the
despatch of products from the Teralba Quarry; and

¢ Metromix intend to limit the volume of trucks passing through Teralba to the 2008
levels.

Of the roads to the west of Teralba Quarry, Rhondda Road to Wakefield Road, Northville
Road and George Booth Drive, the section from Rhondda Road to Wakefield Road has
recently been upgraded although there are a couple of areas where patches of poor surfacing
are prevalent. However, the road itself has a number of deficiencies which are typical of a
road of this type:

e Broken edges;

e Lack of guardrail protection drainage structures, embankments and other
roadside furniture within the clear zone;

e Poor signage and delineation; and

e Heavy patching at previously damaged pavement.
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Table 6.1
Summary of Crash Data

Northville Drive - between Wakefield Road and George Booth Drive

A total of 10 crashes occurred on Northville Drive during the 5 years from January 2005 to December 2009.
One of these crashes resulted in a fatality with the driver being killed when their vehicle left the road and hit a
power pole. A further five crashes resulted in injuries.

The crashes involving heavy vehicles represented 30% of all crashes on Northville Drive; i.e. three out of the
10 crashes.

There is a minor cluster of 4 crashes near the intersection of Northville Drive and Carinda Avenue including
the fatality crash 150 m south of Carinda Avenue. The area is close to a school with appropriate school zone
speed control signage in place. There is also a pedestrian refuge available to assist pedestrians crossing
Northville Drive. However, a closer review of these accidents fails to provide any consistent factor relating to
these crashes.

The fatality crash occurred at 8:25 on a Wednesday morning; a pedestrian injury crash occurred at 23:45 on
a Saturday evening; a right turn / through crash occurred at 21:50 on a Friday evening and a left turn side
swipe crash occurred at 14:20 on a Wednesday afternoon.

There is also a minor cluster of crashes involving heavy vehicles at the intersection of Highcross Street and
Northville Drive. These crashes both involved a crash between a car turning right into Highcross Street and
a truck travelling east on Northville Drive (based on a likely translation of the data recorded in the police
report). Both of these crashes occurred at around 4:00 pm on a weekday. However, there are no other
significant factors relating to these crashes.

Wakefield Road - Between Palmers Road and Northville Drive

A total of 12 crashes occurred on Wakefield Road during the 5 years from January 2005 to December 2009.
There were no fatality crashes during this period. However, all 12 crashes were recorded as injury crashes.

The crashes involving heavy vehicles represent 42% of all crashes on Wakefield Road, i.e. five of the 12
crashes.

There is a cluster of nine crashes through the village of Wakefield between Rosina Road and School Road.

Of these nine crashes four involved a vehicle leaving the road and colliding with a roadside object. Another
three crashes involved a motorcycle that either left the road or lost control. The remaining two crashes were
rear-end crashes with a vehicle either stationary or turning left.

A site inspection of this section of road indicates that there is a need to improve delineation and line marking
through the village of Wakefield.

A review of crashes along the length of Wakefield Road indicates that many crashes involve vehicles leaving
the road and colliding with a roadside object.

York Street - Between Short Street and Five Islands Road

A total of 12 crashes occurred on York Street during the 5 years from January 2005 to December 2009.
There were no fatality crashes during this period. However, there were five injury crashes.

The crashes involving heavy vehicles represent 50% of all crashes on York Street, i.e. six of the 12 crashes.

There is a cluster of six crashes at or near the intersection of York St and Anzac Parade. Of these six
crashes four involved a vehicle travelling north in Anzac Parade colliding with a vehicle travelling west in York
Street. This would suggest that the vehicles travelling north in Anzac Parade are failing to acknowledge the
priority given to traffic in York Street.

Rhondda Road -Between Railway Road and Wakefield Road

A total of eight crashes occurred on Rhondda Road during the five years from January 2005 to December
2009. There were no fatality crashes during this period. However, there were four injury crashes.

The crashes involving heavy vehicles represent 13% of all crashes on Rhondda Road i.e. one of the 8
crashes.

There are no specific clusters of crashes along the length of Rhondda Road. However, all of these eight
crashes involved a single vehicle. One vehicle collided with a kangaroo, while the other seven crashes
involved a single vehicle leaving the carriageway and colliding with a roadside object.

Railway Street - Between Rhondda Road and Railway Overbridge

A total of two crashes occurred on Railway Street during the five years from January 2005 to December
2009. Both of these crashes involved injuries.

There were no heavy vehicle crashes in Railway Street.

One of these crashes involved a car and a cyclist, while the other was a single vehicle crash.
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It is noted that, these are existing deficiencies in the road system which the proposed
extension of the existing quarry will not have a significant adverse effect upon.

Of the roads to the east of Teralba Quarry, the roads passing between the site and the
Toronto Road roundabout include Railway Street plus the Railway Bridge, William Street,
Short Street, York Street and Toronto Road. Trucks are limited to these streets by the
imposition of 5 tonne vehicle limits on other roads in Teralba centre.

A site inspection of this route has revealed that there are a number of problems with the
existing road network to the east of the Teralba Quarry:

e Pedestrians travelling from the Railway Street on the north to William Street on
the south experience significant problems crossing the road especially if they
have prams/pushchairs and they have to cross to the north east of the bridge to
cross where visibility of approaching vehicles is limited by vegetation and the
bridge itself;

e The fence adjacent to the railway line on the William Street side would be
inadequate to stop an errant eastbound truck from falling onto the railway line;
and

e Trucks turning from William Street onto the Railway overbridge cannot do so
without crossing the centre line.

However, Metromix does not intend to increase the truck traffic through Teralba above the
existing levels of 170 truck movements per day so the proposed extension of the existing
guarry will not have a significant adverse effect upon these roads.
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1. PROPOSED IMPROVEMENTS/MITIGATION
MEASURES
7.1 ROAD IMPROVEMENTS

As demonstrated in the traffic analysis section of this report, none of the intersections or links
will need to be upgraded to improve the traffic capacity of the routes. However, it is accepted
that the quarry trucks will continue to have an impact on the life of the existing pavement.

Consequently, Metromix proposes to provide a quarterly contribution to Lake Macquarie City
Council based on a rate per tonne transported from the quarry to assist Council fund road
maintenance and improvements on these roads.

Many councils in New South Wales have a specific Section 94 Development Control Plan to
raise revenue on local roads maintained by Council to ensure that any damage done to such
roads by quarry trucks is compensated for. This is usually in the form of a contribution which is
payable per tonne transferred on these regional roads.

Lake Macquarie City Council does not currently have a Section 94 plan to impose such
contributions, nor is it their intention to introduce such a requirement.

Consequently, Metromix intends to hold discussions with the Council in relation to the
calculation of a contribution in relation to the above site. The contribution will be based upon
such issues as current condition, projected maintenance costs, the extent of affected roads
(i.e. those not already partially funded by RTA), pavement design etc.

Such a contribution would cover all types of road maintenance especially those specifically
referred to in the Road Block agreement which is submitted by councils to the RTA to obtain
funding for regional roads as set out below.

Such a contribution would cover all types of road maintenance especially those specifically
referred to in the RTA Road Block Agreement Application/Forms which are submitted by
councils to the RTA to obtain funding for regional roads as set out below.

Consequently, many of the deficiencies highlighted earlier in this chapter could be addressed
by such maintenance works.

It is believed therefore that the proposed contribution would address all of the impacts which
would result from the trucks associated with the ongoing operation of the quarry.

Such a contribution would be offered towards improvements on regional roads but such
contributions cannot be imposed upon state roads or local roads. If the road is state funded,
such contributions cannot be imposed as thi
improvements are generally funded by rates.
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7.2 PROPOSED MITIGATION MEASURES

It is proposed that in order to mittChdateft@Gendmpt

is adopted by all drivers travelling to and from Teralba Quarry. The requirements contained
within such a code of conduct could include the following:-

o Defining times of truck operation, especially through Teralba;
e Set truck speed limits;
e Propose duty of care to other drivers and especially pedestrians; and

e Set up a complaints procedure.

This truck code of conduct would be signed by all drivers and, if complaints are received, could
ultimately lead to disciplinary action for non complying drivers.
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8. CONCLUSIONS

An assessment of the traffic impacts relating to the project has been made in line with the

Director-Gener al 0 s Requir ement vidadnby the Bapdsi ance ifraffitt s

Authority and Lake Macquarie City Council.

e The traffic generated by the extensi
estimated.

e An assessment of the crash history has concluded that no quarry trucks have
been involved in the crashes identified on the surrounding road network. As
Metromix will not be increasing production at the quarry over existing levels, there
IS no reason to believe that this will result in adverse safety conditions.

¢ Traffic counts have been undertaken at intersections and along road links at key
points around the local road network.

e Traffic modelling has shown that the intersections on the road network will
continue to operate successfully with the quarry traffic in current conditions and in
2022 (10 years after an approval is granted for the quarry extensions).

¢ In order to ensure that the roads continue to operate at adequate levels in terms
of structural integrity, etc. the quarry has committed to payment of a contribution
to Council based upon the tonnage leaving the site but the level of such a
contribution will need to be discussed in detail with the Council.

¢ A code of conduct for drivers at the quarry will be put in place to ensure that
unacceptable driver behaviour is minimised.

In summary, it is believed that the proposed road network around the Teralba Quarry is able to
accommodate the trucks from the continued operation of quarry at existing levels. Metromix
however intends to contribute funds to help address future maintenance of Council funded
road to acceptable levels, relative to the damage caused by the trucks travelling to and from
Teralba Quarry.
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SPECIALIST CONSULTANT STUDIES
Part 1: Traffic Assessment

Automatic Vehicle Counts

METROMIX PTY LTD
Teralba Quarry Extensions
Report No. 559/13

Site Location
1|William St North of Short St Teralba
2|York St South of Short St Teralba
3|Railway St North of Railway Overbridge [Teralba
4|Toronto Rd South of Lake Crescent Teralba
5|Wakefield Rd South of Rhondda Rd Teralba
6|Wakefield Rd North of Rhondda Rd Teralba
7|Rhondda Rd West of Metromix Access Teralba
8|Rhondda Rd East of Metromix Access Teralba
9|Railway St North of Rhondda Rd Teralba
10{MR217 (Five Islands Rd) |North of Anzac Parade Teralba
11|MR217 (Lake Rd) Waratah Golf Course Cockle Creek
12|Northville Rd East of Carinda Ave Northville
13|MR217 (Toronto Rd) North of Enterprise Way VVoodrising
14| The Esplanade Speers Point Park Speers Point

All Vehicles
The Esplanade - Speers Point Park Westbound

Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 26 24 26 31 47 79 103 31 91 48
1:00 12 10 15 24 19 54 51 16 53 26
2:00 19 15 15 17 14 33 34 16 34 21
3:00 19 20 20 23 14 28 36 19 32 23
4:00 63 61 57 50 52 35 32 57 34 50
5:00 2598 260 260 264 267 128 81 262 105 217
6:00 527 594 589 553 515 190 127 556 159 442
7:00 677 710 709 700 675 241 164 694 203 554
8:00 681 731 770 797 821 491 280 760 386 653
9:00 609 622 633 655 585 620 459 621 540 598
10:00 542 606 589 681 621 757 615 608 686 630
11:00 604 722 691 752 646 843 671 683 757 704
12:00 680 694 668 721 705 919 711 694 815 728
13:00 720 714 813 657 742 856 688 729 772 741
14:00 782 870 873 749 861 848 703 827 776 812
15:00 840 1008 992 922 924 790 705 937 748 883
16:00 948 1016 999 924 945 734 726 966 730 899
17:00 956 1079 1018 985 1003 592 482 1008 537 874
18:00 471 547 558 593 579 356 272 550 314 482
19:00 285 294 306 413 293 216 186 318 201 285
20:00 170 237 278 309 203 194 171 239 183 223
21:00 204 236 259 342 206 184 149 249 167 226
22:00 155 136 185 164 205 201 96 169 149 163
23:00 60 63 65 72 148 153 54 82 104 88

Total 10309 11269 11388 11398 11090 9542 7596 11091 8569 10370

Summary
Average Week Day froiti to
s AM Peak 800 AM 900 AM 821
10(
o PM Peak 5:00 PM 6:00 PM 1079
£

S o Week Day Average 11091

e Weekend Day Average 8569

1 4 B9 10 111213141516 17 18 19 20 21 22 23 24 7 Day Average 10370

Time
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METROMIX PTY LTD SPECIALIST CONSULTANT STUDIES
Teralba Quarry Extensions Part 1: Traffic Assessment
Report No. 559/13
All Vehicles
William St - North of Short St Northbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 4 4 3 4 7 9 12 4 1 8
1:00 3 2 3 1 5 10 10 3 10 5
2:00 2 2 1 3 3 1 8 2 5 3
3.00 4 3 1 3 1 4 1 2 3 2
4:00 10 8 8 13 16 6 2 1 4 9
5:00 61 55 55 54 58 32 18 57 25 48
6:00 94 107 111 105 86 28 12 101 20 78
7:00 88 109 101 85 85 42 23 94 33 76
8:00 89 84 105 84 75 67 44 87 56 78
9:00 82 94 108 88 89 76 81 92 79 88
10:00 76 89 88 118 81 88 76 90 82 88
11:00 104 104 118 96 102 129 78 105 104 104
12:00 113 103 91 115 99 141 92 104 117 108
13:00 103 126 114 100 104 113 81 109 97 106
14:00 127 103 100 126 117 97 89 115 93 108
15:00 122 147 155 140 144 92 97 142 95 128
16:00 137 135 160 133 142 91 95 141 93 128
17:00 147 156 150 140 140 97 86 147 92 131
18:00 72 63 70 92 81 57 46 76 52 69
19:00 35 32 47 58 52 31 29 45 30 41
20:00 21 45 38 47 27 33 27 36 30 34
21:00 33 47 32 45 28 22 25 37 24 33
22:00 19 16 16 24 24 25 17 20 21 20
23:00 10 17 14 11 17 14 13 14 14 14
Total 1556 1651 1689 1685 1583 1305 1062 1633 1184 1504
Summary
Average Week Day froa to
L Wy AM Peak 10:00 AM 11:00 AM 118
= :: ) s \ PM Peak 400PM 500PM 160
E [ S~— \
E = ‘\
S e // : X Week Day Average 1633
40 7 = =
'8 Weekend Day Average 1184
i
E23 438082 %al " 7 Day Average 1504
All Vehicles
William St - North of Short St Southbound
Day Mon Tue Wed Thu Fri Sat Stn W/Day W/End 7 Day
Time 14-Jul08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 3 9 8 8 7 10 4 7 7 7
1:00 2 3 6 3 7 4 5 4 5 4
2:00 2 1 1 1 2 3 4 1 4 2
3:00 1 2 1 3 2 2 1 2 2 2
4:00 10 7 9 1 12 1 4 10 8 9
5:00 23 29 30 23 30 19 1 27 15 24
6:00 105 91 95 99 86 33 22 95 28 76
7 124 144 139 127 11 48 17 129 33 101
137 147 172 176 157 98 60 158 79 135
105 134 116 121 110 108 82 117 95 111
96 110 126 115 108 127 112 111 120 113
F 97 114 122 122 125 11 81 116 96 110
8 102 118 93 99 100 146 104 102 125 109
:00 116 138 101 110 99 114 97 113 106 111
00 116 118 117 108 105 112 82 113 97 108
:00 118 138 167 152 138 113 114 143 114 134
00 156 156 157 151 160 83 105 156 94 138
00 106 132 133 146 150 119 114 133 117 129
18:00 7 103 72 85 94 80 59 85 70 81
19:00 47 44 56 49 36 39 33 46 36 43
20:00 24 23 41 41 32 29 27 32 28 31
21:00 14 15 16 18 24 19 16 17 18 17
22:00 13 8 7 13 19 11 5 12 8 1
23:00 10 14 12 12 14 6 5 12 6 10
Total 1598 1799 1797 1793 1728 1445 1164 1743 1305 1618
Summary
Average Week Day froii o
: AM Peak 800 AM 900 AM 176
140
o 120 PM Peak 3:00 PM 400 PM 167
5 100
S :) ] Week Day Average 1743
40
2 Weekend Day Average 1305
2 3456789101 —i-ime 4 15 16 17 18 19 20 21 2 7 Dﬂ_\’ A\'erage 1618
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SPECIALIST CONSULTANT STUDIES
Part 1: Traffic Assessment

METROMIX PTY LTD
Teralba Quarry Extensions
Report No. 559/13

All Vehicles
York St - South of Short St _ Eastbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 2 2 3 5 5 13 18 3 16 g
1:00 3 4 3 1 4 10 8 3 9 5
2:00 2 4 0 3 2 3 0 2 2 2
3:00 5 2 2 6 2 5 5 3 5 4
4:00 1 4 13 12 10 11 2 13 7 11
5:00 52 54 48 55 50 20 12 52 16 42
6:00 103 113 114 112 98 31 9 108 20 83
7:00 118 117 125 110 109 59 39 116 49 97
5:00 116 109 140 119 131 101 57 123 79 110
9:00 126 140 161 153 130 143 103 142 123 137
10:00 129 113 151 137 130 169 110 132 140 134
11:00 136 139 150 164 163 215 128 150 172 156
12:00 145 128 132 156 133 201 111 139 156 144
13:00 135 168 151 156 174 182 126 157 154 156
14:00 175 149 158 185 180 158 132 169 145 162
15:00 162 207 217 205 179 157 111 194 134 177
16:00 154 174 192 183 203 124 105 181 115 162
17:00 163 185 156 194 155 123 120 171 122 157
18:00 80 86 94 106 89 69 58 91 64 83
19:00 40 70 55 70 55 44 37 58 41 53
20:00 35 50 42 41 35 31 38 41 35 39
21:00 28 38 25 46 46 34 24 37 29 34
22:00 19 20 25 23 32 36 13 24 25 24
23:00 9 12 11 12 15 17 12 12 15 13
Total 1948 2101 2168 2254 2130 1956 1378 2120 1667 1991
Summary
Average Week Day from to
= AM Peak 11:00 AM 12:00 PM 164
200 P i
o Nt PM Peak 3:00 PM 4,00 PM 217
g 150
£ \
S 100 F \ Week Day Average 2120
/ \
i e . Weekend Day Average 1667
' 45 678910111213 11516171819 20 21 2 2 7 Day Average 1991
Time b
All Vehicles
York St - South of Short St Westbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 6 10 8 12 10 13 17 9 15 11
1:00 3 3 4 2 7 4 8 4 6 4
2:00 1 2 2 2 3 6 1 2 4 2
3:00 3 3 2 4 1 3 4 3 4 3
4:00 8 9 13 13 14 15 5 11 10 11
5:00 39 43 39 39 39 26 11 40 198 34
6:00 129 105 119 116 106 40 27 115 34 92
7:00 144 165 159 156 137 77 31 152 54 124
5:00 179 187 231 217 221 119 73 207 96 175
9:00 176 159 168 188 185 167 123 175 145 167
10:00 159 147 167 192 195 187 145 172 166 170
11:00 160 144 174 175 171 210 139 165 175 168
12:00 149 166 163 169 170 212 143 163 178 167
13:00 157 186 166 180 160 171 129 170 150 164
14:00 161 184 187 165 197 176 116 179 146 169
15:00 185 216 214 235 213 158 135 213 147 194
16:00 198 226 196 236 218 205 136 215 171 202
17:00 152 189 202 205 199 169 130 189 150 178
18:00 95 129 113 114 124 109 58 115 84 106
19:00 " 65 73 76 56 43 41 68 42 61
20:00 39 42 49 60 55 31 35 49 33 44
21:00 20 31 34 32 27 30 24 29 27 28
22:00 16 29 13 21 27 25 16 21 21 21
23:00 10 18 17 15 11 19 4 14 12 13
Total 2260 2458 2513 2623 2546 2215 1551 2480 1883 2309
Summary
Average Week Day o i
A AM Peak 800 AM 900 AM 231
200 -
° 1 e * PM Peak 4:00 PM 5:00 PM 236
5
S 100 / Week Day Average 2480
\\
£
// : Weekend Day Average 1883
e
24T EX THWNH .}u;nll; 14 15 16 17 18 19 20 21 2 4 i Day A\’erage 2309
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METROMIX PTY LTD
Teralba Quarry Extensions
Report No. 559/13

SPECIALIST CONSULTANT STUDIES
Part 1: Traffic Assessment

All Vehicles
Railway St - North of Railway Overbridge Northbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 2 2 3 1 2 5 & 2 6 3
1:00 2 1 2 1 2 6 3 2 5 2
2:00 2 0 1 1 2 1 4 1 3 2
3:00 1 2 0 3 1 4 1 1 3 2
4:00 0 1 1 1 5 1 2 2 2 2
5:00 9 10 15 12 7 4 3 11 5 9
6:00 16 16 18 16 15 4 5 16 5 13
7:00 26 24 29 23 24 14 12 25 13 22
5:00 25 22 23 23 29 26 24 24 25 25
9:00 25 30 27 33 34 34 27 30 31 30
10:00 26 31 30 43 45 30 38 35 34 35
11:00 41 39 43 41 51 69 46 43 58 47
12:00 50 36 34 42 46 79 55 42 67 49
13:00 38 50 43 39 44 71 51 43 61 48
14:00 55 53 46 47 59 60 66 52 63 55
15:00 54 65 66 61 67 55 63 63 59 62
16:00 il 78 91 69 84 52 56 79 54 72
17:00 91 88 88 93 78 50 39 88 45 75
18:00 50 38 47 55 49 38 30 48 34 44
19:00 25 22 33 39 33 16 21 30 19 27
20:00 17 26 24 32 14 22 18 23 20 22
21:00 12 18 13 22 20 16 1 17 14 16
22:00 1 7 7 17 15 13 7 11 10 11
23:00 8 13 10 10 14 9 9 11 9 10
Total 657 672 694 724 740 682 598 697 640 681
Summary
Average Week Day from
o AM Peak 11:00 AM 12:00 PM 51
% al
& 7 \ PM Peak 5:00 PM 6:00 PM 93
E ® 7 \
= - X
S e~ : Week Day Average 697
: L —
10 > N Weekend Day Average 640
0 =7 e’ . -
12 456789 110Mn ';:“[l[e 1415 16 17 18 19 20 21 2 7 Day Average 681
All Vehicles
Railway St - North of Railway Overbridge Southbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 1 1 3 0 1 6 2 1 4 2
1:00 2 2 2 1 2 4 1 2 3 2
2:00 2 0 2 1 1 2 3 1 3 2
3:00 1 2 0 4 0 3 2 1 3 2
4:00 [ 4 6 6 9 7 2 [ 5 6
5:00 17 17 16 14 19 8 7 17 8 14
6:00 41 46 44 49 40 13 16 44 15 36
7:00 62 68 71 59 59 23 11 64 17 50
8:00 55 49 64 70 59 54 32 58 43 55
9:00 42 48 43 48 60 55 45 48 50 49
10:00 39 46 45 44 55 58 59 46 59 48
11:00 38 41 43 42 57 43 45 44 44 44
2:00 32 39 34 L 43 60 48 38 54 43
13:00 51 36 24 39 37 57 45 37 51 41
14:00 44 47 45 36 48 55 44 44 50 46
15:00 43 51 62 56 58 48 59 54 54 54
16:00 54 62 52 50 54 37 48 54 43 51
17:00 32 33 47 53 58 50 47 45 49 46
18:00 31 33 30 45 32 49 24 34 37 35
19:00 17 18 18 18 19 16 17 18 17 18
20:00 15 10 16 23 15 10 13 16 12 15
21:00 11 5 7 13 12 8 4 10 6 9
22:00 5 4 0 10 4 1 5 3 4
23:00 5 5 7 6 4 4 2 5 3 5
Total 646 668 681 726 752 675 577 695 626 675
Summary
Average Week Day from
1 AM Peak 700 AM 800 AM 71
60 V@Y -
P / / \ PM Peak 3:00 PM 4:00 PM 62
S5 /,‘ . Week Day Average 695
20 y <
; - Weekend Day Average 626
18K W BSE A 7 Day Average 675
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SPECIALIST CONSULTANT STUDIES
Part 1: Traffic Assessment

METROMIX PTY LTD
Teralba Quarry Extensions
Report No. 559/13

All Vehicles
Toronto Rd - South of Lake Crescent Eastbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
5 7 5 5 4 9 3 5 6 5
3 0 0 2 4 3 5 2 4 2
0 2 4 5 5 6 2 3 4 3
5 3 5 7 5 4 2 5 3 4
14 10 10 10 7 8 1 10 5 9
22 24 24 22 29 14 9 24 12 21
51 50 64 56 59 28 21 56 25 47
95 104 95 97 80 39 29 94 34 77
103 83 128 113 108 82 66 107 74 98
127 101 129 118 133 111 77 122 94 114
130 123 122 147 138 123 85 132 104 124
111 109 141 130 130 126 84 124 105 118
126 131 122 132 141 136 94 130 115 126
132 139 129 144 125 126 88 134 107 126
156 187 152 166 158 135 104 164 120 151
142 178 181 167 167 119 90 167 105 149
142 166 174 181 154 136 101 163 119 151
126 134 128 126 151 117 79 133 98 123
70 81 76 79 95 67 44 80 56 73
38 45 62 59 39 29 42 49 36 45
38 26 30 32 43 30 18 34 24 31
23 18 21 35 12 19 21 22 20 21
9 16 12 9 22 22 6 14 14 14
3 10 12 13 10 17 7 10 12 10
1671 1747 1826 1855 1820 1506 1078 1784 1292 1643
Summary
Average Week Day F— &
:v = AM Peak 10:00 AM 11:00 AM 147
140 /
o 120 A PM Peak 2:00 PM 3:00 PM 187
S :" 7 \ Week Day Average 1784
40 v g <
2 E Weekend Day Average 1292
LRt 338 1% 7 Day Average 1643
All Vehicles
Toronto Rd - South of Lake Crescent Westbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 1 3 2 2 1 8 12 2 10 4
1:00 4 2 3 0 5 3 6 3 5 3
2:00 0 1 3 5 5 4 < 3 4 3
3:00 5 7 5 7 - 9 6 6 8 6
4:00 8 8 10 8 6 5 3 8 4 7
5:00 43 51 55 47 44 23 9 48 16 39
6:00 75 69 88 95 79 24 12 81 18 63
7: 99 91 103 104 96 42 31 99 37 81
8:00 102 114 128 105 96 71 50 109 61 95
9:00 102 101 137 108 104 99 77 110 88 104
10:00 119 99 118 117 137 133 86 118 110 116
11:00 129 112 146 120 127 157 98 127 128 127
12:00 131 114 105 126 117 100 86 119 93 111
13:00 92 126 117 135 116 119 77 117 98 112
14:00 131 140 122 165 128 113 90 137 102 127
15:00 123 130 148 155 128 97 75 137 86 122
16:00 116 118 126 144 127 65 73 126 69 110
17:00 97 106 116 112 111 88 79 108 84 101
18:00 49 50 59 67 65 49 45 58 47 55
19:00 30 44 41 42 41 37 25 40 31 37
20:00 23 35 24 23 33 32 27 28 30 28
21:00 12 20 13 14 13 23 14 14 19 16
22:00 12 14 15 16 25 22 13 16 18 17
23:00 11 13 10 9 9 12 5 10 9 10
Total 1514 1568 1694 1726 1617 1335 1003 1624 1169 1494
Summary
Average Week Day from %
:: ] AM Peak 11:00 AM 12:00 PM 146
120 1 e _// g
@ it - o \ PM Peak 2:00 PM 3:00 PM 165
E 80 \
S e y ) Week Day Average 1624
o \
/ N
20 7 Weekend Day Average 1169
23 4% 67 8% WH 11_.]]];; 415 16 8 19 20 21 24 7 Day Average 1494
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METROMIX PTY LTD
Teralba Quarry Extensions
Report No. 559/13

SPECIALIST CONSULTANT STUDIES
Part 1: Traffic Assessment

All Vehicles
Wakefield Rd - South of Rhondda Rd Northbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 3 8 8 9 6 8 10 7 9 ?
1:00 2 6 8 7 11 8 8 7 8 7
2:00 1 6 6 7 5 7 5 5 6 5
3:00 6 3 6 4 3 5 3 4 4 4
4:00 14 13 9 14 11 11 4 12 8 11
5:00 53 53 58 43 52 22 14 52 18 42
6:00 100 104 97 103 102 36 14 101 25 79
7:00 141 134 141 143 125 30 24 137 27 105
5:00 135 142 150 163 158 67 47 150 57 123
9:00 79 76 81 88 77 76 74 80 75 79
10:00 79 68 79 70 61 85 75 7 80 74
11:00 67 72 62 63 68 96 77 66 87 72
12:00 66 58 59 66 79 107 87 66 97 75
13:00 102 78 98 76 85 87 82 88 85 87
14:00 102 77 92 92 98 77 80 92 79 88
15:00 133 147 142 141 149 77 97 142 87 127
16:00 125 134 138 138 113 84 101 130 93 118
17:00 125 121 123 127 125 86 79 124 83 112
18:00 62 55 73 68 71 55 47 66 51 62
19:00 27 31 39 36 43 30 25 35 28 33
20:00 16 17 26 30 28 21 24 23 23 23
21:00 22 31 26 30 29 21 1 28 16 24
22:00 12 24 14 14 17 13 9 16 11 15
23:00 7 6 7 10 16 10 4 9 7 9
Total 1479 1464 1542 1542 1532 1119 1001 1512 1060 1383
. Summary
Average Week Day froii to
o \ AM Peak 800 AM 900 AM 163
140 \‘ : =
. / / \ PM Peak 3:00 PM 400 PM 149
E = / \ o \
5 o / ~7 \ Week Day Av 1512
> « v X y Average .
/ <
20 = Weekend Day Average 1060
Y 3 456789100 {'img 415 16 17 18 1 7 Day Average 1383
All Vehicles
Wakefield Rd - South of Rhondda Rd Southbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day /End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 1 8 9 9 8 8 10 14 9 8
1:00 2 0 2 2 2 6 9 2 8 3
2:00 5 4 4 2 4 2 3 4 3 3
3:00 2 2 1 4 7 8 5 3 7 -
4:00 21 18 17 22 16 9 7 19 8 16
5:00 66 66 57 58 58 29 15 61 22 50
06.00 85 91 79 94 82 28 22 86 25 69
7: 112 115 122 128 101 39 26 116 33 92
5:00 104 107 108 101 94 73 64 103 69 93
9:00 76 83 85 75 76 86 92 79 89 82
10:00 74 73 84 79 78 103 79 78 91 81
11:00 61 81 70 65 74 88 96 70 92 76
12:00 64 88 81 87 107 99 87 85 93 88
13:00 75 85 88 77 99 95 94 85 95 88
14:00 78 83 130 100 113 70 89 101 80 95
15:00 134 144 143 141 136 95 66 140 81 123
16:00 146 178 177 134 130 104 116 153 110 141
17:00 108 122 134 127 126 72 63 123 68 107
15:00 47 64 61 70 73 44 40 63 42 57
19:00 22 21 26 30 29 28 14 26 21 24
20:00 23 21 15 28 21 17 24 22 21 21
21:00 19 22 21 24 19 21 17 21 19 20
22:00 18 21 19 18 25 20 12 20 16 19
23:00 13 14 15 12 13 10 11 13 1 13
Total 1356 1511 1548 1487 1491 1154 1061 1479 1108 1373
Summary
Average Week Day from to
]: AM Peak 700 AM 800 AM 128
140
o 120 / \ PM Peak 400 PM 5:00 PM 178
5 100 /\ / \
S :Z ™ \ Week Day Average 1479
40
20 = - Weekend Day Average 1108
0 I
12 3 4567 8 9%101 —ﬁ"‘,; 14 15 16 17 18 19 20 21 22 23 4 7 Da'v AAVBI'ﬁg? 1373
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SPECIALIST CONSULTANT STUDIES
Part 1: Traffic Assessment

METROMIX PTY LTD
Teralba Quarry Extensions

Report No. 559/13

All Vehicles
Wakefield Rd - North of Rhondda Rd Northbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 6 7 7 11 10 13 12 8 13 9
1:00 & 1 ] 2 8 10 9 4 10 5
2: 0 3 3 2 5 5 6 3 6 3
3:00 2 1 3 4 3 3 6 3 5 3
4:00 1 2 6 5 6 6 2 4 4 4
5:00 16 12 8 11 9 11 3 11 7 10
6:00 43 55 47 45 62 29 23 50 26 43
7: 89 88 98 95 83 21 6 91 14 69
8:00 75 83 75 92 82 33 21 81 27 66
9:00 85 98 104 105 89 45 37 96 41 80
10:00 69 65 81 60 63 55 53 68 54 64
11:00 66 68 84 69 90 87 60 75 74 75
12:00 79 72 61 82 84 79 70 82 74
13:00 62 73 73 72 89 88 83 74 86 77
14:00 82 83 80 106 93 72 86 83 85
15:00 97 94 85 103 98 86 79 95 83 92
16:00 96 107 100 102 108 78 69 103 74 94
17:00 102 112 132 119 108 79 83 115 81 105
18:00 86 101 92 93 99 70 77 94 74 88
19:00 34 52 56 44 52 33 37 48 35 44
20:00 16 25 34 30 36 22 19 28 21 26
21:00 9 11 27 21 20 13 14 18 14 16
22:00 25 36 31 34 24 14 9 30 12 25
23:00 9 15 15 11 15 18 13 13 16 14
Total 1128 1270 1322 1271 1347 996 872 1268 934 1172
Summary
Average Week Day o to
- AM Peak 900 AM 10:00 AM 105
120
& ”f ~A\ > //\\\ PM Peak 500 PM 6:00PM 132
E - \ A~ \
2 ;‘) / \ Week Day Average 1268
e // Weekend Day Average 934
2 a 9 101 _h“:e 1415 16 17 18 7 Day Average 1172
All Vehicles
Wakefield Rd - North of Rhondda Rd Southbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 1 14 14 12 10 9 11 10 10 10
1:00 1 1 2 3 2 6 6 2 6 3
2:00 5 3 3 2 5 3 3 4 3 3
3:00 0 1 1 2 5 7 6 2 7 3
4:00 15 15 12 17 12 9 6 14 8 12
5:00 46 49 45 44 40 31 12 45 22 38
6:00 69 62 53 69 55 25 20 62 23 50
7:00 90 94 110 110 100 42 24 101 33 81
8:00 92 99 100 98 98 68 64 97 66 88
9:00 72 85 97 73 70 82 63 79 73 77
10:00 72 7 86 78 80 104 69 77 87 80
11:00 57 73 69 67 72 83 79 68 81 Al
12:00 62 85 66 82 103 99 86 80 93 83
13:00 70 79 74 81 85 82 86 78 84 80
14:00 74 77 111 104 118 67 94 97 81 92
15:00 127 135 132 137 123 85 63 131 74 115
16:00 140 177 171 117 116 77 82 144 80 126
17:00 91 104 119 121 111 77 68 109 73 99
18:00 43 60 55 56 74 41 43 58 42 53
19:00 24 21 26 27 25 25 11 25 18 23
20:00 22 20 12 23 22 14 17 20 16 19
21:00 14 15 17 19 15 20 17 16 19 17
22:00 16 15 16 14 22 17 7 17 12 15
23:00 15 19 16 17 14 9 10 16 10 14
Total 1218 1374 1407 1373 1377 1082 947 1350 1015 1254
Summary
Average Week Day from o
:(:J AM Peak 700 AM 800 AM 110
40
120 \
® 100 e / \\ PM Peak 4:00 PM 5:00 PM 177
fa ™I
S o / \ Week Day Average 1350
%
20 / - Weekend Day Average 1015
0 S
123456782910 n_i_m;«e 1415 16 17 18 19 20 21 7 Day Average 1254
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METROMIX PTY LTD
Teralba Quarry Extensions
Report No. 559/13

SPECIALIST CONSULTANT STUDIES
Part 1: Traffic Assessment

All Vehicles
Rhondda Rd - West of Metromix Access Eastbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 18-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 0 6 6 5 6 4 2 5 3 4
1:00 0 F: 3 2 4 1 1 2 1 2
2:00 0 1 3 0 3 2 0 1 1 1
3:00 0 2 0 3 2 2 0 1 1 1
4:00 1 5 4 1 2 4 0 3 2 2
3:00 15 16 20 22 18 11 2 18 7 15
6:00 50 34 30 30 30 18 5 35 12 28
7:00 43 46 40 32 38 20 6 40 13 32
5:00 43 63 55 66 57 24 8 57 16 45
9:00 28 40 38 35 31 24 17 34 21 30
10:00 24 32 30 33 29 28 21 30 25 28
11:00 25 28 37 21 34 44 18 29 31 30
12:00 21 39 21 21 31 38 33 27 36 29
13:00 26 24 34 30 35 29 22 30 26 29
14:00 35 23 38 24 43 33 25 33 28 32
15:00 54 48 58 58 60 33 37 56 35 50
16:00 75 69 73 72 65 29 32 71 31 59
17:00 48 62 56 66 62 53 46 59 50 56
18:00 27 34 23 30 40 20 21 31 21 28
19:00 20 15 21 8 9 13 8 15 11 13
20:00 5 7 15 16 17 16 9 12 13 12
21:00 4 9 3 6 10 8 5 6 7 6
22:00 6 4 6 7 10 6 3 Z 5 6
23:00 3 7 7 5 6 2 2 6 2 5
Total 553 616 621 593 642 463 323 605 393 54
Summary
Average Week Day - b
f AM Peak 800 AM 900 AM 66
60 T
- A ’/ PM Peak 400PM 5:00 PM 75
E X / \
5 N \ Week Day Average 605
20 \
10 — Weekend Day Average 393
o o
2 345 678901 ]A‘lin;; M 1516 17 18 19 20 21 2 23 M 7 Dﬂ_\' Average 5“
All Vehicles
Rhondda Rd - West of Metromix Access Westbound
Day Sat Sun Mon Tue Wed Thu Fri W/Day W/End 7 Day
Time 0-Jan-00 1-Jan-00 2-Jan-00 3-Jan-00 4-Jan-00 5-Jan-00 6-Jan-00 Ave. Ave. Ave
0:00 1 0 1 1 3 1 1 1 1 1
1:00 1 0 0 0 2 4 3 2 1 1
2:00 1 2 1 0 1 0 3 1 2 1
3:00 2 3 3 g 3 3 0 3 3 3
4:00 10 8 6 1 8 4 1 6 9 4
5:00 45 47 36 35 42 20 17 30 46 35
6:00 54 60 57 58 58 17 5 39 57 44
7:00 47 56 47 39 46 26 14 34 52 39
5:00 36 48 45 38 37 37 16 35 42 37
9:00 28 31 48 26 41 23 43 36 30 34
10:00 24 28 24 35 27 32 24 28 26 28
11:00 24 36 18 21 29 30 30 26 30 27
12:00 24 30 35 37 32 31 21 31 27 30
13:00 35 29 39 26 39 29 21 31 32 31
14:00 32 26 31 29 34 23 18 27 29 28
15:00 44 43 45 44 55 24 21 38 44 39
16:00 45 40 55 48 49 41 32 45 43 44
17:00 36 43 41 39 51 29 21 36 40 37
15:00 11 16 15 25 17 19 7 17 14 16
19:00 4 4 3 10 12 7 2 7 4 6
20:00 4 8 13 4 5 8 8 6
21:00 15 23 13 18 5 2 5 9 9 12
22:00 7 5 4 7 7 ] 6
23:00 4 3 7 5 3 1 2 4 4 4
Total 532 589 585 567 602 415 322 498 561 516
Summary
Average Week Day Srouii to
. . AM Peak 600 AM 700 AM 58
“ R y -
o e =53 PM Peak 300 PM 400 PM 55
g ] A —
S 2 " I Week Day Average 498
s — / Lo Weekend Day Average 561
1 a 6789100 Tm‘.e 4 1516 17 18 19 20 21 2 7 Day Average 516

Halcrow Pacific



SPECIALIST CONSULTANT STUDIES
Part 1: Traffic Assessment

METROMIX PTY LTD
Teralba Quarry Extensions
Report No. 559/13

All Vehicles
Rhondda Rd - East of Metromix Access Eastbound
Day Mon Tue Wed Thu Fri Sat St W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 0 T 6 6 3 1 1 4 1 3
1:00 1 2 4 2 3 3 3 2 3 3
2:00 0 1 2 0 1 0 3 1 2 1
3:00 0 0 0 1 1 2 1 0 2 1
4:00 0 3 1 2 8 4 0 3 2 3
5:00 B 9 10 8 49 20 17 16 19 17
6:00 38 27 27 28 57 20 5 35 13 29
7:00 41 37 39 28 45 27 14 38 21 33
5:00 35 60 54 56 28 36 16 47 26 41
9:00 23 33 34 35 38 22 45 33 34 33
10:00 18 24 32 31 28 33 23 27 28 27
11:00 19 25 34 31 27 26 27 27 27 27
12:00 20 30 15 44 30 28 21 28 25 27
13:00 27 29 32 34 33 26 20 31 23 29
14:00 29 22 40 39 34 24 19 33 22 30
15:00 49 47 56 41 54 23 22 49 23 42
16:00 76 64 72 42 40 39 29 59 34 52
17:00 51 60 62 33 44 28 21 50 25 43
15:00 27 39 25 20 16 17 6 25 12 21
19:00 20 16 22 9 12 7 1 16 K 12
20:00 5 6 17 12 5 5 8 9 7 8
21:00 2 7 2 19 3 2 5 7 4 6
22:00 6 5 7 3 3 7 8 5 8 6
23:00 5 8 8 2 0 1 2 5 2 4
Total 496 561 601 526 562 401 317 549 359 495
Summary
Average Week Day S to
N AM Peak 800 AM 900 AM 60
“ x
- 2 A /’/ sV PM Peak 4:00 PM 5:00 PM 76
E 4 / \
= " bl f \
S /,’ »»»»»» = G Week Day Average 549
h \\
=< Weekend Day Average 359
LR 7 Day Average 495
All Vehicles
Rhondda Rd - East of Metromix Access _ Westbound
Day Mon Tue Wed Thu Fri Sat Sun W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 1 1 1 2 6 3 2 2 3 2
1:00 2 0 1 0 5 0 1 2 1 ]
2:00 1 2 2 1 1 1 0 1 1 1
3:00 1 1 1 3 0 1 0 1 1 1
4:00 10 8 7 10 3 3 0 8 2 6
5:00 47 47 36 42 4 6 2 35 4 26
6:00 60 69 66 60 30 12 5 57 9 43
7: 51 64 59 48 31 16 6 51 1 39
S:00 36 53 52 40 45 18 8 45 13 36
9:00 34 34 51 34 23 19 16 35 18 30
10:00 23 31 31 49 24 22 22 32 22 29
11:00 31 40 32 27 31 42 15 32 29 31
12:00 24 32 38 17 31 39 31 28 35 30
13:00 36 40 50 25 28 23 21 36 22 32
14:00 33 31 30 29 40 38 25 33 32 32
15:00 42 40 48 51 53 31 36 47 34 43
16:00 39 35 52 65 65 28 35 51 32 46
17:00 35 38 37 72 67 50 46 50 48 49
18:00 11 13 15 27 38 19 20 21 20 20
19:00 4 4 3 11 9 12 7 6 10 7
20:00 3 4 4 14 15 17 9 9 13 10
21:00 14 23 15 7 10 8 5 14 7 12
22:00 5 T 6 7 10 6 4 7 5 6
23:00 2 0 4 6 8 2 3 4 3 4
Total 545 617 644 647 577 416 319 606 368 538
Summary
Average Week Day from to
“ A AM Peak 600 AM 700 AM 69
50
o 40 / \ / \ PM Peak 5:00 PM 6:00 PM 72
1. / ~— \
2 5 // \\ Week Day Average 606
9 / - Weekend Day Average 368
’ 123 45%738 41516 17 18 19 20 21 22 23 24 7 Day Average 538

Halcrow Pacific



METROMIX PTY LTD SPECIALIST CONSULTANT STUDIES
Teralba Quarry Extensions Part 1: Traffic Assessment
Report No. 559/13

All Vehicles
Railway St - North of Rhondda Rd Northbound
Day Mon Tue Wed Tl Fri Sat St W/Day W/End 7 Day
Time 14-Jul-08 15-Jul-08 16-Jul-08 17-Jul-08 18-Jul-08 19-Jul-08 20-Jul-08 Ave. Ave. Ave
0:00 0 pé 6 10 6 5 1 6 3 5
1:00 1 2 4 4 5 1 1 3 1 3
2:00 0 1 2 1 0 1 0 1 1 1
3:00 1 2 4 5 2 1 2 3 2 2
4:00 4 5 5 4 6 4 0 5 2 4
5:00 1 10 10 7 5 9 3 8 6 7
6:00 56 35 49 42 40 17 8 44 13 35
7:00 51 63 54 47 37 21 6 50 14 40
8:00 55 75 84 72 64 30 11 70 21 56
9:00 37 60 35 44 48 33 28 45 31 41
10:00 40 38 49 35 35 41 31 39 36 38
11:00 39 45 60 32 50 51 27 45 39 43
12:00 41 52 52 36 43 65 47 45 56 48
13:00 45 53 53 55 43 48 34 50 41 47
14:00 51 55 61 49 48 46 36 53 41 49
15:00 63 76 80 66 63 50 55 70 53 65
16:00 98 86 86 92 83 38 46 89 42 76
17:00 56 70 71 76 76 64 61 70 63 68
18:00 35 35 39 40 49 24 25 40 25 35
19:00 25 22 25 19 13 16 12 21 14 19
20:00 8 7 10 15 14 18 9 11 14 12
21:00 4 6 11 10 11 8 6 8 7 8
22:00 6 11 4 8 1 8 8 6 7
23:00 5 9 7 6 8 2 3 7 3 6
Total 728 825 861 775 760 601 456 790 529 715
Summary
Average Week Day from Yo
:‘ g AM Peak 800 AM 900 AM 84
o 7 /\\
. A 7 \“\ PM Peak 4:00 PM 5:00 PM 98
E 7\ = \
'E b ~ \ — \
S w0 7 — A Week Day Average 790
g ,, )
10 /.’ L . — Weekend Day Average 529
5 g
2 345678 5% 101 -E-:in:; 14 15 16 17 18 19 20 21 22 23 24 7 Day Averﬂge 715

1-60 Halcrow Pacific





















































































































